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The DuBois Model 2500E High Speed Seed Counter utilizes a patented NEW technology to dramatically increase the counting speeds typically found in similar counting equipment. This microprocessor based unit offers more versatility, accuracy, and speed over “vibratory bowl” technology.








Technical Specifications:





Counting Speed…...Counts up to 500 seeds/second  


                               depending on seed size and setting.


Accuracy…………….…+/- 1% based on speed setting.


Programming…….….Easy to read touch screen.


Sensor Type………...Solid State LED with fiber optic sense head.


Compressed Air…...70 PSI @ 4 SCFM self contained regulator.


Power…………………..120 VAC @ 2 Amps 60Hz single phase.


Contact Material…..Stainless steel construction with sapphire 


                               sensor tube.


Dimensions………….16”h x 38”w x 20”d.


Weight…………..…… Approx. 80 lbs.





Operating Features Include:





Envelope Filling…...Fills all standard size envelopes automatically. Accommodates from 2 to 10 envelopes. Each envelope can also be programmed for different quantities.


Multiple Batch.…….Flexibility for multiple envelope batch counts. No need to change envelope filler, just program number of envelopes you desire to fill.


Remnant Position..Once batch is counted, machine can automatically                                                                                                                                                                                                                                                                                                  clean out into remnant envelope.


Remnant Totalize..Automatically totalizes remnant once batch is complete.                   


Self Cleanout……….Automatically empties entire machine when sampling 	                is complete.


 Self Data Calibrating.…Automatically adjusts sensitivity to ignore debris for 


                                      seeds up to ½ inch in size.


	Mechanism…….……Counting mechanism has no moving parts to wear out.                                 out.


Seed types:         Corn, soybeans, popcorn, cotton, flower, 


                                vegetable, sorghum, grasses.    








If it's a seed... we count it FAST!





DuBois Engineering Company


232 6th St. 


West Des Moines, IA 50265 


United States


(515)223-9070  




















DuBois Engineering Company


232 6th Street


West Des Moines, Iowa 50265


(515)223-9070


www.duboisengineering.com




















